
Nanotech anti-graffiti protection
B GRAFFITI

Protection systems

Easy to apply

Permanent

Suitable for metal, plastic, stone, marble

Very high UV resistance

Resistant to abrasion, oxidation and corrosion

Used and approved by many national railway companies

For professional use

One-of-a-kind product
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B Graffiti protective coating is a ready-to-use, easy-to-apply
product against graffiti, tarmac, tree sap, oil, grease, stains and
similar substances. It also offers high resistance to atmospheric
agents as well as UV rays, abrasion, oxidation and corrosion.

It is sensitive to humidity and slowly gives off ammonia upon
contact with moisture. The polymer also reacts with polar
substances such as acids, bases and alcohol. B Graffiti protective
treatment dries at room temperature as soon as the solvent has
evaporated and is dry to the touch in less than one hour.

Its full range of protective properties are achieved after seven days
of drying at room temperature.



It is recommended to test the product on an inconspicuous part of the surface before starting treatment.

It dries at room temperature in about one hour.

It can be applied easily with a fleece cloth or by spraying it. Resistance to most graffiti (permanent markers, etc.) is achieved
48 hours after application, while complete protection against any form of graffiti is achieved after seven days.

B Graffiti can be removed from the treated surface using appropriate cleaning products (with a low environmental impact) or
pressure washing.

B Graffiti protective coating can be diluted with non-polar solvents such as alkanes, aromatic hydrocarbons, ethers, ketones
and esters.

CONDITIONS OF USE

The above information is based on the product data in our possession at the moment of publication and is provided in good faith.
No guarantee is provided as regards the quality or specifications of the product. The user is personally responsible for verifying that the product is
suitable for the purpose.

TECHNICAL SPECIFICATIONS

Protection systems

5 liter containers

> 26°C

90 -100% (ASTM D3359) on chrome-plated aluminium

APPEARANCE

% SOLIDI

FLASH POINT

RECOMMENDED FILM THICKNESS

HARDNESS

ADHERENCE

STABILITÀ UV

IMBALLAGGIO

clear, colourless liquid

< 83%

15 microns when dry

< 6H (ASTM D3363) on chrome-plated aluminium

excellent

0.950 g/cm3DENSITY IN THE LIQUID STATE

80 @ 60

-

GLOSS

CHEMICAL RESISTANCE

RESISTENZA CHIMICA

MEK, acetone, brake fluid and the majority of organic solvents


